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Key Features: Benefits to the User:

Integrated reaction mass:
The reaction mass is integrated into the drive system so it is a close to the 
force generation as possible. This eliminates uncertainties due to transferal of 
forces.

Hybrid style cell: Allows the cell wall to be lifted clear of the sample while topcap is supported in 
place for easy and accurate sample installation and alignment.

The GDS H-RCA can also be integrated 
into high pressure cells with higher 
loading:

In this configuration the H-RCA can be equipped with an optional high capacity 
through load system to allow the sample to be sheared after resonance testing, 
this is particularly suited to Gas Hydrate testing at low temperatures and high 
pressures.

Low friction guidance: Low friction guidance maintains concentricity of the excitation system.  

Optional high through load: Allows the sample to be loaded to higher loads after resonance testing is 
complete.

High reaction mass: All GDS H-RCA systems are designed to have a high reaction mass contained 
within the cell and use an internal loadcell.

Transconductance current driven 
amplifier for driving the motor: Ensures constant torque regardless of frequency.

USB Interface, RCA control and 
switching box:

Like all GDS RCA systems it is simple to use and testing can be highly 
automated to give greater efficiencies and test throughput.

Tests that can be Performed:
Resonance testing with Isotropic or Anisotropic Loading. Limited torsional shear testing. 

Upgrade Options:
Sample shearing at higher loads, high pressure systems, temperature controlled systems, Bender elements &  Unsaturated 
testing

Technical Specification:

Accuracy of Pressure Measurement: 0.15% FRO
Pressure Range (MPa): 1MPa
Load Range (kN): 2kN
Samples sizes (mm): 70mm

Overview: Hardin Type Resonant Column Apparatus 
(H-RCA)  is a system that allows samples to be tested in 
resonance while maintaining an anisotropic loading. This is 
achieved by a slender, thin walled loading coumn passing 
through the drive system to the topcap. The GDS Hardin 
style oscillator contains an electro-magnetic drive system 
incorporating precision wound coils and composite sintered 
neodymium iron boron (NdFeB) “rare-earth” magnets. 

The GDS Hardin oscillator can be mounted in a standalone 
system with an integral axial force actuator (shown opposite) 
or as a cell for integration into an existing loadframe. 

Hardin Oscillator (H-RCA)
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Due to continued development, specifications may change without notice. See the GDS website for the 
full product range & to visit our Geotechnical Learning Zone. 

Technical Support:

GDS provide comprehensive on-site product training and installation. GDS 
understand the need for ongoing after sales support, so much so that they 
have their own dedicated customer support centre. The support centre 
allows the user to log queries, download helpsheets and get the latest 
information on product updates. The site is fully searchable and provides a 
great resource to customers.

Alongside their support centre GDS use a variety of additional support 
methods including...

• Remote PC Support: Remote PC support works by GDS providing 
a secure link to a customers PC, thereby allowing GDS to take 
control. Once in control of the PC, GDS can help with any problems 
associated to software, installation, testing etc. 

• Product Helpsheets: Helpsheets are the GDS FAQ documents. They cover a multitude of hardware and software 
and are free to download from our online support centre.

• YouTube Channel: GDS YouTube channel holds both software and hardware video’s aimed to give you better 
understanding of how the products work.

• Email & Telephone Support: If you prefer you can email requests to support@gdsinstruments.com where they 
will be automatically added to the support system and then allocated to a support engineer.

Made in the UK:

All GDS products are designed, manufactured and assembled in the UK at 
our offices in Hook. Quality assurance is taken of all products before they 
are dispatched.

GDS are an ISO9001:2000 accredited 
company. The scope of this certificate 
applies to the approved quality 
administration systems relating to the 
the “Manufacture of Laboratory and Field 
Testing Equipment”.

Why Buy GDS?

GDS Awarded Queens Award for Enterprise in International 
Trade:

GDS have been presented with the most prestigious corporate award made 
in the UK – The Queen’s Award for Enterprise in the International Trade 
category. GDS are delighted to have won the award which has been given 
to GDS for increasing overseas trade by 190% over six years of continuous 
sustained growth, and for selling over 85% of their production overseas. GDS 
have achieved this through a combination of continuous product development, 
understanding  customer’s requirements and a company wide dedication to 
customer support.

Customer support centre.


